
T
 E

 C
 H

 N
 I 

C
 A

 L
  

 S
 P

 E
 C

 I 
F

 I 
C

 A
 

T
 I 

O
 N

 S
  

 S
 

T
 A

 I 
N

 L
 E

 S
 S

  
 S

 
T

 E
 E

 L
  

 P
 E

I N
 S

 E
 R

 
T

 S
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
 -

T
I-

SPECIFICATIONS:
This product is used to provide inside support for PE and PVC pipe material when couplings are
used. The construction gives a circumferential inside support to the pipe ends. The inserts are 
always custom made to give the best support.
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Material
Available diameters

Available SDR 
measurements

Length

Additional

Stainless steel AISI 304 
Inserts for following PEpipe diameters are available:
50 · 63 · 73 · 90 · 110 · 125 · 140 · 160 · 180 · 200 · 225 · 250 · 280 · 315 and 355 mm.
The above mentioned diameters can be combined with following SDR measurements
according to DIN8074, to get the right insert to fit the pipe:
SDR7,5 · 9 · 11 ·13,6  ·16,6 · 17 · 17,6 · 21 · 26 · 33 · 34  · 41 and SDR 50 
Available in lengths:
- Diameter   50 -   63 -   75 100 mm.
- Diameter   90 - 110 - 125 120 mm.
- Diameter 140 - 160 - 180 140 mm.
- Diameter 200 - 225 - 250 - 280 - 315 - 355160 mm.
Only available in quantities of 25 units per position.
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Tracon International BV reserves the right to vary specifications or delete models from the range without prior notice. Tracon International BV takes no responsibility for printing errors. 
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All mentioned working pressures on all our documents are only valid in optimum circumstances and based on document 2009.04.24.PRES-N002. please contact us for a copy of this document.


